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WARNING

If improperly handled, SESTO SENSO 2 may damage. So please follow the instructions below:

- Do not disassemble

- Do not open, damage or subject to electric shock or excessive impact any part of SESTO SENSO 2. Do not drop.
- Do not short the electronic elements

- Do not expose at temperatures below -20°C and above +60°C

- Do not burn or incinerate any component.

- Do not expose to rain or other atmospheric effect related to water

- Do not bend, modify or force any part of SESTO SENSO 2

QUALITY CONTROL

Each SESTO SENSO 2 unit, after created in our laboratories, it's tested by PrimalLucelab technical experts to check all com-
ponents. We verify mechanics and electronics. In case you check any malfunction, please contact us immediately (+ 39-0434-
1696106 or support@primalucelab.com). Do not try to disassemble, repair or modify yourself SESTO SENSO 2, without our
written approval, in order not to loose the Producer Warrantee.
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Components Identification

WiFi antenna

Status LEDs :
—  (side)

PWR Wi-Fi ARCO RESET

Reset button
: SB-C < ) || G
USB-C portto | il ==
any USB ARCO  DC Temperature
"RIMANLUCELANB probe
SESTO SENSO
ARCO port 12V power

Contents of the package

- SESTO SENSO 2 robotic focusing motor
- 5 bushings

« Allen keys with grub screws

- Power cable for cigarette plug

« USB-C to USB cable

- Quick Start guide
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CAUTION

In order to correctly use SESTO SENSO 2, you have to connect it to your telescope’s focuser. The installation
procedure changes based on the telescope’s focuser so please refer to the next paragraphs. But if you want, you
can proceed with the SESTO SENSO 2 first use also without having the focuser not installed on the telescope’s
focuser.

Technical specifications

Power 12V - 5.5/2.5 connector - positive tip polarity
Power consumption @ 12V 800mA max
Working temperature -20°C / +60°C
Control with: USB
WiFi
Resolution 0,7 microns per step
Temperature probe Internal to read motor temperature (in the package)

External for focus temperature compensation (optional)
Provided software Driver for Windows 64 bit (compatible with Windows 7, 8, 10, 11)
PLAY for control with Windows 10/11 operative system

ASCOM driver for control from external software (tested with ASCOM platform
6.4)

Virtual HandPad for WiFi control

Weight 380 grams
NOTE
In order to proceed with installation you have to download the SESTO SENSO 2 software package from the
DOWNLOAD

section of our www.primalucelab.com website.

Save the package (it’s in zip format) onto the EAGLE or computer you want to use to control the SESTO SENSO
2 and unzip it with the proper unzip software (You can right-click and select “Expand” or you can use software

from https://www.winzip.com).
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Install SESTO SENSO 2 on the telescope’s focuser

In order to connect SESTO SENSO2 to the focuser of your telescope, remove the manual focus micrometric knob
by unscrewing the screw normally present on the knurled knob. After pulling it out, you also need to disconnect the
coarse focuser knob, by means of an Allen screw on the knob. On some plastic-covered focusers, you need to re-

move the plastic to access the disassembly screw. Connect one of the bushings you find in the SESTO SENSO 2
box (based on the diameter that fits your focuser) to the small focuser shaft of your focuser.

NOTE

in order to work, SESTO SENSO 2 requires
your focuser to have the micro metric knob.

NOTE

SESTO SENSO 2 is designed to be connec-

ted to 25mm shaft. If you have another dia-
meter, you may add the optional 26, 33 or
37mm adapters. Please refer to page 25 in
order to know how to install the adapters.

Now you can connect SESTO SENSO 2 to your focuser by paying attention to centering the micrometric pin with
the pre-assembled bushing on SESTO SENSO 2, until it stops. By using the provided Allen screw, lock the 2 grub

screws that fix the pre-assembled bushing on SESTO SENSO 2 to the bushing you just installed on your focuser's
shaft.
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Then, by using the provided Allen screw, please fix the screws that fix the outer ring of SESTO SENSO 2 to your
focuser.
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Install SESTO SENSO 2 in EAGLE or Windows 7/8/10/11 computer

SESTO SENSO 2 can be installed in the EAGLE or an external computer running Windows 7, 8, 10 or 11 operating
system. In the SESTO SENSO 2 package you can find a 12V power cable with cigarette plug and a PC connection
cable for USB port.

& Device Manager

File Action View Help

o= @ EHEm B EXC

8 Computer

s Disk drives

I Display adapters

B Firmware

w4 Human Interface Devices
== |IDE ATA/ATAPI controllers
=% Imaging devices

= Keyboards

m Mice and other pointing devices
@ Monitors

¥ Network adapters

K7 Other devices

A CP2102NUSBto UARTBr* =~ *
Update Driver Software...

[l Portable Devices
W Ports (COM & LPT) Disable
= Print queues Uninstall

= Printers

[ Processors

B9 Security devices
§ Software devices

Scan for hardware changes
Properties

i Sound, video and game controllers
S Storage controllers

= System devices

@ Universal Serial Bus controllers

= WSD Print Provider

.aunches the Update Driver Software Wizard for the selected device.

Connect SESTO SENSO 2 power cable to a power sour-
ce (SESTO SENSO 2 power port is 5.5 g2.5mm with
center positive) and then connect the USB-C cable to the
USB port of your EAGLE or standard computer. You will
see the PWR LED on (this means SESTO SENSO 2 is
powered) and, after a few seconds the Wi-Fi LED will also
be become lit - This means that the SESTO SENSO 2 is
online and the WiFi connection is ready to be used.

Once connected the SESTO SENSO 2 should be auto-
matically detected and Windows should automatically
install the new driver. To verify this this, please go to Con-
trol Panel and then choose Device Manager. You should
see the SESTO SENSO 2 listed under “Ports (COM &
LPT)” and described as “Silicon Labs CP210x” (in order to
check, you can disconnect and then reconnect the SE-
STO SENSO 2 USB cable and see how Windows lists it).

If you can't find it, Windows is not able to automatically
install the SESTO SENSO 2 driver. In order to do this,
please follow this procedure:

1) go to "Device Manager”
2) locate "CP2102N USB to UART Bridge Controller" un-
der "Other devices"

PLEASE NOTE

In order to correctly work, SESTO SENSO 2 requires an external 12V power supply and by connecting it to the
USB port of a computer is not enough. Always connect an AC power unit or a 12V battery to the SESTO SENSO
2 12V power port before connecting the USB cable to the computer.

=
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» & Computer

» s Disk drives

. [ Display adapters
MW Firmware

+ §# Human Interface Devices
*= |DE ATA/ATAPI controllers
=% Imaging devices

' Keyboards
0 Mice and other pointing devices

» [ Monitors

. [ Network adapters

v R7 Otherdeyics

@ Ports (COM & LPT)
. =0 Print queues
. [A Printers
[ Processors
07 Security devices
B Software devices
i| Sound, video and game controllers
S Storage controllers
Em System devices
§ Universal Serial Bus controllers
» = WSD Print Provider

B Update Driver Software - CP2102N USE to UART Bridge Controller

How do you want to search for driver software?

—> Search automatically for updated driver software
W ows will search your computer and the Internet for the latest driver software
€, unless you've disabled this feature in your device installation

—> Browse my computer for driver software
Locate and install driver software manually.

& 1 Update Driver Software - CP2102N USB to UART Bridge Controller

Browse for driver software on your computer

Search for driver software in this location:

L Ba CP2102N USB to UART Bridge Controller

[ Include subfolders

—> Let me pick from a list of device drivers on my computer
This list will show installed driver software compatible with the device, and all driver
software in the same category as the device.

SESTO SENSO 2 user manual

3) Right-click on the device and select "Update Driver
Software”

4) select the second option “Browse my computer for
driver software” in order to specify the location of the
downloaded driver.

5) Select the folder where you saved and expanded
the SESTO SENSO 2 software package you downloa-
ded from our website, click “Next” and complete the
installation procedure.

(Please remember to unzip/expand the file you down-
loaded before starting the installation of the SESTO
SENSO 2)

Cancel
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X

0 Update Driver Software - Silicon Labs CP210x USB to UART Bridge (COM16)

Windows has successfully updated your driver software 6) at the end Of the p,rocedur_e’ a message will appear

indicating successful installation.

Windows has finished installing the driver software for this device:

-z Silicon Labs CP210x USB to UART Bndge
% Device Manager Now, under COM and LPT devices, you will see a new
File Action View Help COM port (in this example COM16) which is the one

used by your computer to communicate with SESTO
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i Intel(R) Active Management Technology - SOL (COM3)
& Silicon Labs CP210x USB to UART Bridge (COM16)

= Print queues
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Control SESTO SENSO 2 with PLAY software

If you want to control SESTO SENSO 2 with the EAGLE or a Windows 10/11 computer, you can use our PLAY
software you can download from the DOWNLOAD section of our website. In order to use SESTO SENSO 2 with
PLAY, you have to use the SESTO SENSO 2 firmware at least version 3.0. Please refer to the “Update SE-
STO SENSO 2 firmware with PLAY software” paragraph in order to read how to update SESTO SENSO 2
firmware.

Double click on PLAY-setup.exe file to start installa-
tion, you will see an animation during the installation
procedure.

Installation process automatically creates a shortcut
on the operative system Desktop.

At the end of the installation process, PLAY is auto-
matically launched.

4
®
Q
L]
]
.
Y
]

PLAY software allows you to control not only SESTO SENSO 2 focusing motors but also other devices that may
compose your telescope. For this reason, PLAY starts with the CONFIGURATOR section where you have to con-
nect your devices first, and then you can proceed to the CAPTURE section that allows you to control the connected
devices.

ATTENTION

In the event you need to manually reset SESTO SENSO 2 please proceed this way: with the SESTO SENSO 2
not connected to USB port and without power, press the “RST” reset button (keep it pressed for 10 seconds) and,
at the same time, connect to power. The SESTO SENSO 2 will reboot and it will be reset to factory settings.
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1) Launch PLAY software and you will see the CONFIGURATOR section where you have to connect your devices.

PLAY 3 PrimaluceAstrophotograph  v1.01 E—

2.0PTIONS
1.CONFIGURATION
~r 100 n——— " if you have the EAGLE, choose your
SELECT/CONNECT YOUR DEVICES preferred capture options

Repeat last frame if EYE value
decreases by 20%

Repeat last frame if Motion is
Detected

DARK mode before sequence starts

Camera

Filter Whool

3. PLAY
Ciick o save configuration and start
your Universe exploration

®» ¢ © © § © © >

CONNECT ALL

2) Click on the Focuser section (you can click both on the Focuser shape of the central image or on the Focuser
text in the left column). This will open a popup window where you can set the COM port number associated to
your SESTO SENSO 2 focusing motor. If you don’t know what is the COM port associated to your SESTO
SENSO 2, you can enter in Windows Device Manager and check what COM port number Windows creates
when you plug the USB cable of your SESTO SENSO 2 focusing motor. In order to better identify it, you can
also connect and disconnect the USB cable since this will update the Device Manager list. The press the Con-
nect icon in order to start the connection to your focuser.

PLAY > PrimaluceAstrophotograph¥  +191

Focuser

@ Hide Focuser from configurator

COM24 ~ c
FOCUSER detected

Current Firmware

Latest Frmware

Add 1o CONNECT ALL
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3) If the connection is correctly set, the button to the right of “FOCUSER detected” will become green. You can
now press the SAVE button to confirm and exit. The “Current Firmware” shows the actual firmware version
you’re using in your SESTO SENSO 2. The “Latest Firmware” shows the latest SESTO SENSO 2 firmware
available. If there is a “Latest Firmware” newer than the “Current Firmware” please click the “FW UPDATE” but-
ton to start the update procedure. Please refer to the “Update SESTO SENSO 2 firmware with PLAY software”
paragraph and follow the instructions and update firmware. If you want to automatically connect to SESTO
SENSO 2 the next time you will use PLAY, please select the “Add to CONNECT ALL” option.

PLAY > PrimaluceAstophotograph¥ w181

Focuser

@ Hide Focuser from configurator

=

FOCUSER detected SESTOSENSOZ CALIBRATION

FW UPDATE

Tempcomp G

J 3010 CONNECT ALL ADVANCED SETTINGS

4) Before moving SESTO SENSO 2, you have to start the calibration. Please refer to the next paragraph “Calibra-
te SESTO SENSO 2 with PLAY software” and follow the instructions to calibrate SESTO SENSO 2 focusing
motor. Then press the SAVE button to save your focuser configuration.

5) Now that the connection to your devices is confirmed, please click on the large PLAY button (bottom-right) to
proceed to the CAPTURE section of PLAY software where you will be able to control your devices and start
astrophotography.
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At the top-right part of the screen you can see the green CONNECTED notification that shows you that the de-
vices, the you set in the previous steps, are connected. The FOCUS & ROTATE tab is now selected and here
you can see the connection to SESTO SENSO 2 focusing motor.

CONNECTED

Environmental and power data
External temperature

Internal temperature

PRIMALUCELAB
) SENS(

Power Supply from 12V

Under the “Environmental and power data” you will see the lights on the right side of the window become
green:

if you connect SESTO SENSO 2 to your computer only with the USB cable, you will see a green light illumina-
ted in the right of the “Internal temperature” row

If you have connected an optional temperature sensor, you will also get the green light in to the right of “Exter-
nal temperature” row

. since SESTO SENSO 2 requires also 12V power (a 12V battery by using the supplied cigarette plug cable, a

12V AC adapter with at least 1A and @5.5/2.5mm connector or the EAGLE power cable to power it through the
EAGLE), you will get the green light to the right of the “Power supply from 12V” row.

Moving the SESTO SENSO 2 focusing motor is very easy. You can do this in different ways:

Move the slider until you reach the desired position and press the GO button

. Click on the area to the left of the slider, enter the number you prefer and then press the GO button
M.

Click on the area with “step” label, insert the number you wish and press the < or > buttons to move the focuser
by the number you entered. Press the << or >> buttons to move the focuser by 10 times the number you ente-
red.

You will see the focuser moving. At any moment you need to stop the movement of the focuser, press the STOP
button in the lower part of the window.

In the bottom-left area of PLAY window, you can find the settings of the focuser. Here you can set:

- DARK mode: it allows you to activate DARK mode that will turn off focuser’s LED lights (please note that, if
you turn them off, you won’t be able to check the SESTO SENSO 2 status without controlling it via the provided
software).

DARK mode off I on
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Update SESTO SENSO 2 firmware with PLAY software

T S —

comz4 (- =

FOCUSER detected SESTOSENSO2 CALBRATION

Current Firmware 30522
FW UPDATE

Latest Frrnware 30521

0,

Please do not disconnect USB and
do not remove power

=23

O

Upgrade finished! Please
disconnect SESTOSENSO2 USB and
power cables, then connect again

both cables. Click the 'Reconnect’
button below to open again focuser
settings and reconnect. Please
check you have at least ASCOM
Focuser driver v3.5 installed

Reconsect

In order to update the SESTO SENSO 2 firmware, first of all
please check you're using the latest version of PLAY (if you
find a new version available to download on our website, plea-
se uninstall the older version of the PLAY and then install the
latest PLAY version). Start PLAY and connect to SESTO SEN-
SO 2 focusing motor. The “Current Firmware” shows the actual
firmware version you’re using in your SESTO SENSO 2. The
“Latest Firmware” shows the latest SESTO SENSO 2 firmware
available. If there is a “Latest Firmware” newer than the “Cur-
rent Firmware” please click the “FW UPDATE” button to start
the update procedure.

The process will start updating SESTO SENSO 2 firmware.
Please do not disconnect USB or power cable until the process
is completed.

At the end of the update procedure, please disconnect SESTO
SENSO 2 USB and power cables, then connect again power
and USB cable to your computer. Click the "Reconnect" but-
ton.

This will open again the FOCUSER settings window. Here
please select the COM port of your SESTO SENSO 2 focusing
motor and click on the connect icon to reconnect.

o e n o W s e m T mn B s a W m W m m
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Calibrate SESTO SENSO 2 with PLAY software

In order to properly work, SESTO SENSO 2 requires a calibration after you install it to the focuser (or if you ma-
nually move the focuser know on the other focuser’s side than SESTO SENSO 2). In order to do this, after you
connected to SESTO SENSO 2 focusing motor, in the Focuser section of the CONFIGURATOR, please click on the
CALIBRATION button and you will see a new window.

Focuser calibration

Step1:
Telescope with extemal foc... *

@ Reverse motor

Press next to continue

Focuser calibration

Step3:
Press ‘START button to start moving focuser outward.

Lo R

Focuser calibration

Step1:
SCT telescopes with microfo... ~

@ Reverse motor

Press next to continue

Focuser calibration

Step3:

Please rotate counter clockwise the coarse focus knob and count how
many rotations you have to make for full focus range. Then type below
the number of coarse focus knob rotations

° 1 understand that if this number is wrong, this may create a damage to my
telescope

Cancel Next

If you installed SESTO SENSO 2 on an external focuser (for
example a Crayford or Rack and Pinion focuser):

- Step 1: please select “Telescope with external focuser” and
press Next button.

- Step 2: Manually move your focuser to the innermost position
and then press the button “Confirm ZERO position”.

- Step 3: Press "START" button to start moving focuser out-
ward. You will see SESTO SENSO 2 motor that will start mo-
ving. Then you will have to press "STOP" button before focuser
drawtube reaches ALL-OUT position. Attention: please remem-
ber to stop the motor BEFORE it will reach the end of draw
tube travel or you may cause problems to the focuser or to the
SESTO SENSO 2 motor. Press NEXT button to continue.

- Step 4: You will see a natification, that confirms that calibra-
tion is completed, press Close button to complete the process.

If you want to SESTO SENSO 2 on an SC type telescope with
internal focuser and microfocuser:

- Step 1: please select “SCT telescopes with Microfocuser”
and press Next button.

- Step 2: with SESTO SENSO not installed on your telescope,
count how many rotations you have to make for full focus ran-
ge and then please manually turn the coarse knob of the focu-
ser clockwise until it stops (do not force the focuser when it
reaches the hard stop). Then press the button “Confirm ZERO
position”.

- Step 3: type the number of coarse focus knob rotations you
had on previous step and select the “I understand that if this
number is wrong, this may create a damage to my telescope”
to confirm that you correctly calculated and typed the number
of rotations. Now install SESTO SENSO 2 on the microfocuser
of your telescope. When SESTO SENSO 2 is installed, press
Installed button.

- Step 4: You will see a natification, that confirms that calibra-
tion is completed, press Close button to complete the process.
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SESTO SENSO 2 Advanced Settings in PLAY software

By clicking the ADVANCED SETTINGS button in the Focuser configurator, you will see the advanced parameters
that may be used, for example, to have a perfect match of SESTO SENSO with your telescope’s focuser, to better
support the weight of the imaging accessories you use (camera, off axis guider, filter wheel, etc.) used in astropho-
tography.

PLAY > PrimalaceAstophologragh¥  +1.91

Advanced settings
[ Feomerosion |
E e SRR
Speed Current
p— neccsen ffff ——o
. B w e
— seccerson () ———eo

- W

—

Current focuser position (]

B ) @ s

Number of Autofocus frames

Quick Settings:

In order to simplify SESTO SENSO 2 settings, we created some preset profiles from which you can start to create
the ideal configuration based on the weight load applied to the focuser and the moving speeds you want.

Light button is recommended for light loads.

Medium button is recommended for medium loads.

Slow button is recommended for heavy loads.

The 3 buttons “User 17, “User 2” and “User 3” allow you to save up to 3 quick settings based on your personalised
values of Speed and Current.

Advanced Settings:
In the first set of commands, the operating currents of the SESTO SENSO 2 motor are reported, the values that
can be set range from 0 to 10.

. Acceleration: set the current in acceleration ramp
. Run: set the current after acceleration ramp during RUN
. Deceleration: set the current in deceleration ramp

In the second set of commands (“Speed settings), the SESTO SENSO 2 motor movement speed parameters are
set.

. Acceleration: set the acceleration during starting ramp (Range from 0 to 10)

. Run: set the speed value after acceleration ramp (Range from 0 to 10)

. Deceleration: set deceleration value after slowdown ramp (Range from 0 to 10)
. Hold: set the hold current, when the motor is stopped

The third option allows you to activate the Hold current.

NOTE: if the focus micrometer reduction system has slippages between the micrometer pin and focuser shaft,
you can solve this problem by setting the Acceleration, Run, and Deceleration (in Speed Settings) to 1.
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Controlling SESTO SENSO 2 with Virtual HandPad

SESTO SENSO 2 can be controlled also without EAGLE or a computer, by connecting from any smartphone or
tablet (also a computer) with WiFi and using the included Virtual HandPad. In order to set the WiFi control, please
follow this guide (that has been created on a smartphone with iOS operative system but it’s similar for Android de-
vices).

After you power up the SESTO SENSO 2, turn on the WiFi of your device
(that can be a smartphone or a tablet).

Please note that you can’t control SESTO SENSO 2 with WiFi (Virtual
HandPad) and USB (PLAY) at the same time. If you want to control it
with WiFi through the Virtual HandPad, please make sure it’s discon-
nected from PLAY.

SESTOSENS021107
vello sicurezza basso

You will see the SESTOSENSO2xxxxx network created by your SESTO
SENSO 2, the network name corresponds to your SESTO SENSO 2 serial
number. Select the SESTOSENSO2xxxxx network. Using the keyboard
(virtual or physical) of your device insert "primalucelab" as the default pas-
sword (or the password you choose if you changed with the FOCUSER
Manager software as described in the previous paragraph) and then press
the "Login" button. The next time you want to access SESTO SENSO 2,
you will no longer have to enter your password: your device will automati-
cally connect when you select the network created by SESTO SENSO 2
unless you change the login password. Wait for a few seconds until you
get confirmation that your device is connected to the SESTOSENSO2xxx-
xx network.

Now you can open the browser of the device (for example Chrome or Sa-
fari), in the url area (in the field where you usually write the url like www.-
primalucelab.com), type the address 192.168.4.1 and press the button
RETURN: you will see the SESTO SENSO 2 Virtual HandPad on your
screen.

Cooled Eyepiece
camera

H B
H

192168.4.1
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15:38 7 - To create a link directly to your device desktop, simply press the "share"
e button and then "Add to Home”.

- e

Q9=

Copia @

Aggiungi segnalibro

Agaiungi ai preferiti

Trova nella pagina

Aggiungi alla schermata Home

Aggiungi all'elenco di lettura

Modifica
Stampa
mSecure

Stampa con HP Smart

You can personalize the name, or just leave “SESTO SENSO 2”. Press
Add button to confirm.

Aggiungi a Home

SESTO SENSO 2
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The Virtual HandPad allows you to con-
trol and use SESTO SENSO 2 focusing
motor without the need of an EAGLE or
of a computer.

On the top-right of your screen you can
find the Virtual HandPad version. Then
you can read the SESTO SENSO 2
firmware version, the external tempera-
ture (if you connected the optional tem-
perature sensor) and the internal motor
temperature.

Below you can find the slider and the
button to move the SESTO SENSO 2,
together with the step selector.

In the lower part you can find the 9 pro-
grammable buttons that allow you to
save up to 9 different focus positions,
name them and easily recall focus posi-
tion with just the push of a button.

Primalucelab

SESTO SENSO 2 obal

Wirtual HandPad

SESTOSENSO2 firmware
Temperature probe

Motor Temperature

11
e
11

192.168.4.1 ¢
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The SESTO SENSO 2 connection will be created and you will have a di-
rect and immediate connection to SESTO SENSO 2 in your device.

Press the SESTO SENSO 2 button to start the Virtual HandPad.

Virtual HandPad version

Settings

SESTO SENSO 2
controls

Presets buttons
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Moving the SESTO SENSO 2 focuser with the Virtual HandPad is very easy.
You can do this in different ways:

.

1. move the slider until you reach the desired position and tap on the GO
button Z =2

2. make a double tap on the left field (where you can read the number in
step of your focuser), write the number you prefer with the virtual key-
board of your device and then press the GO button

3. select a value in the “Step offset” selector (from 100 to 2000 steps) and
tap the < or > buttons to move the focuser by the number you selected.
Tap the << or >> buttons to move the focuser by 10 times the number you selected.

Stepoffset 10 w

In any moment, if you need to immediately stop the movement, press the
STOP button in the upper part.

camera eyeplece

Cooled 15mm ’

D D D In order to save a new position in the Virtual HandPad, first of all you have
to move the SESTO SENSO 2 to a position where your telescope is in per-
fect focus (you will need an optical accessory or a camera in order to do

this) and then follow this procedure:

Stepoffset 10 w

Tap and keep your finger on one of the empty buttons: the position will be
automatically saved with a “Preset” name.

Tap on the name of the button and you will be able to change it by using the
virtual keyboard of your device. Press ENTER button to confirm the new
name.

NOTE

When you save the focus position in the SESTO SENSO 2 Virtual HandPad, you will find the same positions
when you will control the SESTO SENSO 2 with USB from your EAGLE or external computer.
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09:36 7 W T - By pressing the top-left button E in the Virtual HandPad main screen, the
option menu will appear. Here you will be able to set:

General Info

200 1) LED dimming: you can change the SESTO SENSO 2 LED lights intensity
LED dimming to the value you prefer. LED status will be automatically stored in the SE-

STO SENSO 2 electronics.

2) ARCO enable: this switcher allows you to activate the optional ARCO ro-
ARCO enable | tator (that has to be connected to ESATTO with the ARCO cable).

ARCO calibration 3) SESTO SENSO 2 Calibration: if you want to redo the calibration, by pres-
sing this button you will re calibrate SESTO SENSO 2 again.

SESTO SENSO 2 Calibration

Advanced settings

4) Advanced settings: here you can set the advanced settings of your SE-
Refresh STO SENSO 2 unit, please refer to the previous paragraphs to understand
the use of the advanced settings.

192.168.4.1
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Control SESTO SENSO 2 with ASCOM drivers and third party softwares

In order to control your telescope focus with SESTO SENSO 2 you can also use third party softwares instead of the
PLAY described in the previous paragraphs. In order to do this, you can use SESTO SENSO 2 ASCOM drivers.
NOTE: the “PLL ASCOM Focuser” drivers described in this manual are version 3 and they require the use
of firmware 3 in the SESTO SENSO 2.

NOTE

ASCOM is an open platform that allows an integration between astronomy softwares and devices. In order to use
SESTO SENSO 2 with ASCOM drivers, first all you have to download the ASCOM platform (from https://ascom-
standards.org website, SESTO SENSO 2 has been tested with ASCOM platform 6.4) and install it in the Windows
computer you use to control SESTO SENSO 2.

In order to install SESTO SENSO 2 ASCOM driver in the EAGLE or Windows computer you use to control SESTO
SENSO 2, please follow these steps:

Make a double click on the PLL ASCOM Focuser.exe file that is part of
the SESTO SENSO 2 software package you downloaded from our websi-
te.

A new window will appear, select “I accept the agreement” and press Next
button to proceed.

Ready o laatad

In the next window, press the Install button to proceed with installation.

ot the RSO P o When the installation is completed, press the Finish button
Driver v3.0 Setup Wizard

NOTE

The SESTO SENSO 2 ASCOM driver included a log file record feature that allows your computer to save a file

with all the events related to the use of SESTO SENSO 2 with ASCOM and third party software. If you find any

problem with your astrophotography software, enable the “Log communication” option in the SESTO SENSO 2

ASCOM properties and send us with en email to support@primalucelab.com the log files you will find under C:/
Documents/ASCOM
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Now you can control SESTO SENSO 2 focusing motor by using third party softwares for Windows and that sup-
ports ASCOM platform. In this guide we’ll show two examples with 3 softwares commonly used in astrophotogra-

phy:
1) Sequence Generator Pro: http://mainsequencesoftware.com

@ untitied X
Sequence Data Equipment
E4 W Target 1 P Ruming:  None & Camera No Camera v ..
Drectory: | || Browse @ Fiter Wheel: | No Fiter Wheel - B8
% File Name [‘.f'.\'.!n_'rtl_'b_'.w_"c-i: 2 o & Focuser PLL ASCOM Focuser v
&9 User Profile: | None v 4 Telescope:  No Telescope v ..
Target 1 Delay and Ordering Options
o Total events complete: 0/0 () Remaining time: 00:00:00 Delay: Event order-
= Total frames complete: 0/0 E Delay first 0 % O Rotatethrough events
| T[] O[] [« 0% E Delaybetween: 0 12 (® Finish entire events frst
Event A0 Rin  Type Filter Suffix Exposure Bin Repeat Progress
00 00 00 | EE— -
s WAool O v v [Nne v v|[o v vl B on
a2 WrAHo O | v [Nee ~ o S | e [ 01
2ol WAool O [uw N v o O [ e (7
00 00 00 =
Ege iAo O [Low viNew v 2 | O o
Eals 500 O | (e - O ™ I (L A
4 AddNewEvent -~ O Bapsed: 00.00:00 © Remaining: 00.00:00 P Run Sequence

Start Sequence Generator Pro and, in the Equipment profiler, select “PLL ASCOM Focuser” then click on the first
icon & to the right. This will open a new window asking for the COM port number. Select the COM port related to
SESTO SENSO 2 and press the SELECT button.

@ untitied X
Sequence Data Equipment
£ I Target 1 P Ruming:  None &3 Camera No Camera v ..
@ Orecton: | || Bowse.. | @ FerWheet: |No Fter Wheel o
- e
PLL ASCOM Focuser Setup
Event order-
O Rotate through events
¥ 7T B % COM13 Silicon Labs CP210x USB to UART Bi @ Finish entire events frst
Event Il # [0 Q SRR Progress
Aog - cli. 0; (,: - naoie Logger F [_3 I r] - \71 C = o
m0d2 WrHd Dark Mode OFF “~LAB - o
gl WHEd ‘ 01
s Ao O | vNee | o O 2 o1
Eeds P00 O o v|[Nee V]| VT Vm v B 01
o Add New Event  ~ & Bapsed: 00:00:00 @ Remaning: 00:00:00 P> Run Sequence

This will start the connection to the SESTO SENSO 2 and you will see position, temperature (if you connect the
optional temperature probe) and movement buttons in the “Focus Control” tab.
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2) N.LN.A.: https://nighttime-imaging.eu

BLL ASCOM Focuses

0O con Labs CP210x USB to UART B seLecT
=4

Select the “Equipment” tab, select “PLL ASCOM Focuser” then click on the E button to the right of the “Focuser”
area. This will open a new window asking for the COM port number. Select the COM port related to SESTO SEN-
SO 2 and press the SELECT button. Finally, press the connect icon in N.I.N.A.[8] to start the connection to the SE-
STO SENSO 2 and you will see position and temperature (if you connect the optional temperature probe).
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3) MaximDL.: http://diffractionlimited.com/product/maxim-dI/

@ Madm DL Pro 6 a
Be EO% Vew Mdve Pocsss R Goke PUDn Wndow Hep

W o0 MEIEE T W Ehdadt R+ LEQR® @WRD ERme=- |2 90D+

ID@F ot HSORAD 2 S5 FF 5 (218 0AOI 4/ asi= UEOCPOdm T=Bi ) mas

[0 D8 S&EBA/REN S ¥ /% BES A E JEPNEE Fak ©0 O » 3

Tebascopn | Dose | Focue | Simne | Wastrer | Webcan Sep | 4[>

PLL ASCOM Focuser Setup

For Heb, press F1

Select “Observatory”, click on the » button to the right of “Focuser” and select “Choose”. In the new window se-
lect “PLL ASCOM Driver’ and click on “Properties”. This will open a new window asking for the COM port number.
Select the COM port related to SESTO SENSO 2 and press the SELECT button and then press OK button in the
“ASCOM Focuser Chooser" window. Finally, press the “Connect” button in the Observatory window to start the
connection to the SESTO SENSO 2.
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Installing 26mm, 33mm or 37mm adapters for SESTO SENSO 2

SESTO SENSO 2 is designed to be connected to focusers that comes with 25mm diameter shaft (that you can see
by removing fine and coarse knobs of your focuser) because most of the focusers come with 25mm diameter shaft.
If your focuser have another diameter, you can add the 26mm (SESTOSENSO-AD26ll), 33mm (SESTOSENSO-
AD33Il) or 37mm (SESTOSENSO-AD37Il) adapters. Any other diameter won’t work. Please note that these adap-
ters are compatible only with SESTO SENSO 2 and not with SESTO SENSO first generation. In order to install the
adapter, first of all please connect the long bushing (the one that comes within the adapter box) to your focuser’s
shaft and lock it by using the 2 grub screws. Please note, it’'s normal that the other side of the bushing has no th-

readed holes.

Then you will be able to connect the SESTO SENSO 2 main body, by following the instructions you at page 4.
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Troubleshooting

Q: I connect SESTO SENSO 2 to my computer and 12V power, but when | start PLAY it doesn’t connect.

A: Please check that, after selecting the COM port of your SESTO SENSO 2 focusing motor, you press the “Open/
Close” button. If the SESTO SENSO 2 doesn't still connect, this may be related to the USB-C cable that is not wor-
king. Please try to change the USB-C cable with another one and connect SESTO SENSO 2 to the same compu-
ter. Please enter in Windows Device Manager and check that the “Silicon Labs CP210x” driver (under “Ports (COM
& LPT)”) is correctly loaded. If the USB-C cable works correctly, the driver will be loaded and you will be able to
connect with PLAY software.

Q: I connect SESTO SENSO 2 to computer but it doesn’t move and PWR LED blinks.
A: If the PWR LED light blinks, it means that SESTO SENSO 2 is not 12V powered (you can’t use SESTO SENSO
2 without 12V power) so please connect to 12V power source.

Q: My SESTO SENSO 2 is connected and correctly powered but the PWR LED still blinks.
A: PWR LED light also blinks when the SESTO SENSO 2 is not calibrated. Please use the CALIBRATION button in
the control software to start the calibration of SESTO SENSO 2 connected to your focuser.

Q: Focus point position in steps changes over time.

A: PLAY and ASCOM driver shows the focuser position in steps. If you move the SESTO SENSO 2 focusing motor
to reach the perfect focus position, then move the focuser in another position and recall the previous focus position,
your image should be in perfect focus again. If this is not happening, this means that your focuser has some me-
chanical slippage (that can’t be automatically detected by SESTO SENSO 2 since it’s an external focusing motor),
and this may be a normal limitation in inexpensive focusers. In order to minimise this effect, you can set your SE-
STO SENSO 2 to move with lower speed: in PLAY software please click on “ADV SETTINGS” button. Here please
set the Acceleration, Run, and Deceleration values (in Speed Settings) to 1.

Q: My SESTO SENSO 2 focuser doesn’t connect with ASCOM drivers.

A: SESTO SENSO 2 focusing motor has been tested with ASCOM Platform 6.4 and later. By using third party soft-
wares to control SESTO SENSO 2 through ASCOM platform, please check you are using ASCOM Platform at least
version 6.4.

Q: When I connect external temperature sensor to my SESTO SENSO 2 | get wrong temperature readings.
A: External temperature probes are tested in our laboratory before shipment. If you get a strange value in the “Ex-
ternal temperature” field of PLAY software, the temperature probe may have an hardware issue and has to be fixed
or changed.

Q: When I connect SESTO SENSO 2 to PLAY, I can’t connect to another software.

A: This is normal. In fact, when you connect SESTO SENSO 2 to any software, it can’t be used from another soft-
ware, until you disconnect it from the first software, because the serial connection can be done only once. If you
want to use SESTO SENSO 2 with more softwares, please remember to disconnect it from the first software before
moving to the other one.
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Q: When I start my autofocus routine, focusing graph looks flat instead of creating the V-curve.
A: This happens when, in the autofocusing routing of the software you choose, the step size is too small. Correct
step size may depend also on your focuser so you may have to try different values, but, by considering the SESTO

SENSO 2 resolution of 0.7 microns per step, you can start with 200.
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INFORMATION TO USERS

o

According to art. 26 of Decreto Legislativo 14 marzo 2014, n. 49 "Attuazione della Direttiva 2012/19/UE sui rifiuti di
apparecchiature elettriche ed elettroniche”, the symbol of the barrel placed on the equipment or its packaging indi-
cates that the product at the end of its useful life must be collected separately from other waste.

The user will therefore have to give the end-of-life equipment to the appropriate separate collection centers for
electronic and electrotechnical waste or to return it to the reseller upon the purchase of a new type of equivalent
equipment, one by one.

Properly differentiated collection for the subsequent start of dismantled equipment for recycling, treatment and en-
vironmentally compatible disposal helps to avoid possible adverse effects on the environment and health and fa-
vors the reuse and / or recycling of the materials contained in the equipment.

The abusive disposal of the product by the user implies the application of the administrative sanctions as per
D.Lgs. 152/2006.

Compliance with the RAEE legislation (D.Lgs. 49/2014)
PrimalLucelab is registered to AEE Register with number n European

IT17030000009790 B Recycling

PrimalLucelLab adheres to Sistema Collettivo ERP Italia for the com-

pliance to RAEE legislation. N Platform
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WARRANTY

1) The PrimaLucelLab product warranty is effective from the date of purchase and is valid only if it is with the invoi-
ce (or receipt) of purchase.

2) The warranty covers the product against defects in workmanship and includes the cost of the replaced material
and labor.

3) The warranty does not cover any damage caused to the product or defects or failures that occur due to impro-
per installation , improper use and/or deterioration due to normal wear.

4) THE GUARANTEE DOES NOT APPLY IN THE FOLLOWING CASES:
- Repair by anyone not authorised by PrimalLucelLab .
- Invasive interventions or tampering with internal and/or external parts.
- Missing of the invoice (or receipt) of purchase.

TERMS OF SERVICE

Technical assistance is performed exclusively by PrimaLucelLab or its authorised resellers. All returns must be re-
ceived with our permission (to be asked writing an email to support@primalucelab.com) . YOU HAVE TO add to the
shipping the invoice (or receipt) of purchase and the detailed description of the defect. For products without the
invoice (or receipt) of purchase, repair and shipping costs are always paid by the customer.
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